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ENGINE

The basic engine is virtually a carry over from the Sierra
Cosworth 4x4, but with a larger turbo, and a water-cooled
intercooler. Water injection (1.S.S) is also fitted to the first
2500 cars. This can only be activated with the correct EPROM.

As the car was homologated with water injection, the
system MUST be fitted in the car to comply with group ‘N’.

Fit the recommended injectors, and spark plugs, map
sensor and fuel pump. Set the boost to 1.5 bar peak. Excessive
boost will raise the water temperature and shorten turbo and
gasket life. The turbocharger will normally last for 800km
between rebuilds. Ensure air filter element is replaced
regularly in dusty conditions or if wet. Seal gaps around
radiator/intercooler with tape.

The EPROM board asy. 9095877 can be used with or
without a catalyst, but the production lambda (HEGO) sensor
must be connected.

The water temperature should be approx. 90°C at 20°C
ambient. In warm climates, restrict the intercooler pre-cooler
water flow and run the radiator fans continuously (fit an
override switch). The intercooler spray system (ISS) will
keep the plenum temperature at 40°C (ensure container is
filled at service points) The thermostat can be modified or
replaced. Use new cylinder head bolts at each rebuild. The
sump can be baffled to reduce oil surge.

FU-21

Description Finis Code Comments Qty.
1 Restrictor Turbo 9095484  36mm diameter gold 1
2 CHRA Turbo Core 9095477 Balanced 1
3 Compressor Hsg. 9095446  To suit restrictor 1
4 Fuel Injector 9095156  ‘Green’ 4

5 EPROM Board 5095877 Level P8
6 Adaptor - Jet 9095677 1
7 Jet-1.5.8. 9095584 1
8 Water Bag 9095582 1
9 Resistor — R22 Ohms 100W 1
10 Flow Valve 9095871 1
11 Sparking Plug 9094884 AGP 601 4
12 Air Pressure Sensor 9092433 3.0 Bar 1
13 Cyl. Head Gasket 9092431 1

ONLY SUPER UNLEADED FUEL (98 OCTANE) SHOULD BE USED

Wastegate Setting 9PS.1

Max. Boost 1.5 Peak (Overboost)

Fuel Pressure (Idle) 3Bar+0.2

Engine Oil Mobil 1 (Change after
1000km)

Inlet Timing (Max. opening) 110° ATDC

Exhaust Timing (Max. opening) 110° BTDC

Crank Sensor Gap at Pulley 1.1 -1.3mm

Spark Plug Gap 0.5mm

Wastegate Restrictor 0.8mm
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